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3% Please read carefully and fully this manual before machine instailation
% Any technical modification made to this system and manual without advising the users.



lease notice the marks hereunder when operating the machine
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HOT!

Caution!

JAN

Grounding

Warning!
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An Electric Shock

Danger!

Cuttable

The machine ‘s supply power is:
3 phase 380V 50/60HZ

The machine ‘s supply power is:

- 3 phase 220V 50/60HZ

The machine ‘s supply power is:
single phase 220V 50/60HZ

Lubrication chains weekly

CAUTION: Hot

Warning! The machine must be earthed
before use

Warning! Unauthorized or non-professional
personnel don't open it

Warning! Danger for injury or cutting to hand
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1. Foreword

1. How to refer and use the manual

A) Readthis manual carefully prior to use

B) The manual is all the illuminate of product, please keep it along with
the machine

C) Ifthe machine resell or lended to others, keep the manual along with the
machine

D) Don ‘tdamage the maual

E) Don ‘tdelete or change the manual without permission

F) If adjust the specification of the machine, please make according to
manual ‘s guidance

G) We keep the right to the change of machine and manual as constant
perfection and improvement.

H) Please contact us if you have any good advice to this manual and
machine

2. Safety notes:

A) Make sure to use the comparative capability breaker and electrical line
in the machine. The circuit or spare parts will be damaged if use smaller
capability breaker or thinner electrical line

B) Make sure it won ‘t drip when pack liquid products. The machine will
be damanged or man is shocked by electricity if the machine pack the

~ liquid whichisn’ tsealed well

C) Don ‘tusethe machine in very humid environment , don’ t permit the
machine touch a lot of vapour,

D) Don ‘tuseor putthe machine in dusty environment

E) Don ‘t touch the high temperature sign ‘s location when machine is
running

F) Don ‘t open the heating system before the blower motor works ,
otherwise, the heating element will be damanged or result in fire

G) Cut off electricity before change replacement , and replace as right
steps.
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3. Outline
Thanks very much for chooseing our product. Your correct decision has enabled

you to have a safe, practicable and high-efficiency shrink tunnel.

This machine is widely used for aspect packaging such as foodstuffs, electronic
products, toys, hardware, cosmetics, medicine, daily consumables, books,
electric appliances and wooden products etc. And this packaging results in fine
appearance, dustproofand moistureproof, reduces product waste and cost.

This machine has the following features:

A. Combination with international leading shrink air- blowing technology and
constant improvement result in unique design, manufacture, consistent hot
air optimal shrink effect.

B. Adopt stainless steel heating element, has along service lifeand high efficiency
C. Major electric appliances such as switch, temperature regulator are imported
from famous manufacturers which ensures stable operation abd low fault rate

D. The conveyor and blower motor adopt spare parts from famous manufacturer,
has a high capability and a constant operation,

E. Conveyor belt adopt new type roller, with glue silica gel outside , bear high
temperature, abrasion, non-burn film, non-distortion, canbe used foralong
time

F. The machine is suitable for shrink PVC, PP, POF etc
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3. Machine panel and each button name and function

SM-4525C-70 Control Panel:

B

POWLER ; AN TEMPERATURE STEPLESS
. J

SM-4525C-70

7 8
1.Electricity switch: Turn on/off or connect machine general electricity

2.Heat indicator: Indicate the heat system ‘s work

3.Blower indicator: Indicate blower system work

4 Temperature controller: set heating temperature

5.Digital speed controller: Adjust speed of roller

6.Ammeter : Indicate the current electricity of heating system
7.Heating switch: Control heating system ‘s work

8.Blower switch: Control blower system ‘s work

SM-4525C-100 Control Panel:
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POWER (Bt TEMPERATLRE STEPLESS
.

SM-4325C-100

7 8
1.Electricity switch: Turn on/off or connect machine general electricity

2.Heat indicator: Indicate the heat system ‘s work

3.Blower indicator: Indicate blower system work

4. Temperature controller: set heating temperature

5.Digital speed controller: Adjust speed of roller

6.Ammeter : Indicate the current electricity of heating system
7.Heating switch: Control heating system ‘s work

8.Blower switch: Control blower system ‘s work

s
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4. Machine parts illuminate drawing
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No. Name Quantity Remark

1 Control box top 1

2 Acentric blower 1

3 Circumfluence wind box 1

4 Top of circumfluence wind box 1

5 Control box 1

6 Control panel 1

7 Heat insulation board of front and back 2

8 Adjustment rail of wind speed 1

8-1 Small wind protection plate 1

9 Fan speed control label 1

10 Button of fan speed adjustment 1

11 Shuck of shrink tunnel 1

12 Press board of heat insulation curtain 2 eachone, leftandright
12-1 Insulation curtain 2 each one, leftandright
13 Two close plate of tunnel 2 each one, leftand right
14 Insulation plate of left and right 2 eachone, leftandright
15 Inside shuck of tunnel 1

15-1 Thermocouple 1

16 Sealing wire installation bracket 1

17 Scaling wire connection box 1

17-1 Sealing wire connection box top 1

18 Sealing wire 1

18-1 Porcelain loop | 6

18-2 Porcelain loop 2 6

18-3 Porcelain loop 3 120 (40" ) 60(28" )

19 Upper rail 2 ﬁj‘:czgfii\peposmve
20 Lower wind plate 1

21 Tunnel girder 1

21-1 Conveyor chain 2 pieces 4”7 long chain
21-2 Conveyor roller 104 radixs 80radixs (28 ‘)

22 Conveyor chain wheel (with axletree) 2
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No. Name Quantity Remark
23 Axletree 2 Model: 6205
24 Fixup fender 2
25 Driven axletree 1
26 Initiative axletree 1
27 Conveyor chain (without axletree) 2
28 Axletree seat 2 Model: UCFL204
29 Driven chain wheel 1
29'1 1 3 "
30 Conveyor motor 1
30-1 Shield of motor safety 1
31 Left boarding baftle 1
32 Initiative axletree plate 1
32-1 Driven axletree plate 1
33 Right battle 1
34 M10 outer hexagonal adjustment screw 2
35 Lowerrail 2
36 Inserted feet boarding 2 cachone, leftandright
37 Truckle 4
38 Bottom screw 4
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Switchboard parts illuminate drawing

SM-4525C-70

Heating system contactor

Blower system contactor

1 KM2
2 KM1
3 FUIL

Circuit control fuse

SM-4525C-100

Heating system contactor

Blower system contactor

KM2
2 KM1
3 FU1

Circuit control fuse
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5. Machine technology parameter

Model SM-4525C-70 SM-4525C-100
. . 3P 220V 50/60Hz

Electricit o 5

ectricity 1® 220V 50/60Hz 3 380V 50/600z
Power 9Ky 12KW
The opening W450%H250mm W450%H250mm
of shrink tunnel
Machine ‘s L1000*W750%H1480mm L1300%W750%H1480mm
dimension
Capability 2000-3000/h 2000-3000/h
Weight 160kg 185kg

st e e RS 1.5 75 o
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6. Machine installation

A) Open pack box ‘s top, remove
pack box four side boardings

B)  Carry machine, place it into
smooth no-shake ‘slocation

C) Adjust the bottom screw on the
bottom of machine, so that
adjust machine ¢ s horizontal
high and prevent machine glides
when it runs

D) In order to transport easily
before shipment, remove
inserted feet and put it into box.
Therefore, when you open the
box, please insert the inserted
feet well and fix inserted feet,
fix screw

E) Connect the wires according to
the nameplate, note: Must be
connect ground wire

SM-4525C-70 supply voltage:
Single phase 220V 50/60.HZ

SM-4525C-100 supply 2 voltages:

A) Three phase 220V 50/60HZ
B) Three phase 380V 50/60HZ
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This truckle can push
machine random

This is the
assemble hole
which connect
airframe

Bottom feet can
be adjusted random




